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DongGuan Slocable Photovoltaic Technology Co., Ltd

PR RS 45 Product Specification
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1. EHEE: sk RGBS Application: Cables for photovoltaic power generation system.
2. HEHJE (Rated Voltage) : DC2000V
. HUEIEJE (Max. temperature at conductor) : 90°C
4, FEEhiiR (Descriptions) ) Jacket: XLFE (black/red)

(1) 5% (Conductor) :
(2) #45%% (Insulation) :
(3) $% (Sheath) :

844 Aluminium conductor

125°C XLPE Fift (Color) : Hf4 (White)

125°C XLPE Bt (Color) : B4l f (Black or Red)

(4) FlFN % (Cable Mark) :

TUV 2 PfG 2642 HALOGEN FREE LOW SMOKE PV2000DC-AL-K 1 X *mm?

SLOCABLE  www. slocable. com. cn

5. 5% Product structure

Insulation: ¥LPE (white)
Conductor i Alumirium condactor

#E#4) (Construction)
Bs 544k (Conductor) #6%% (Insulation) P1E (Jacket) Con'ductor Min. ilflsulation
Type FRMREL .22 4% (mm) i . H4# g . iz resistance resistance
. Total Diameter of Thickness (mm) Diameter (mm) Thickness (mm) Diameter (mm) TE{‘%EEBE (20 %@g%EEBE (90
struct strands (0. 008) +0.2 +0.2 C) Q «km C) MQ «km
2. 5mm* 34 0.3 1.1 4.3%0.2 0.8 5.9£0.2 13. 200 1. 204
4mm* 56 0.3 1.1 4.8£0.2 0.8 6.4+0.2 8. 100 1. 006
6mm* 84 0.3 1.1 5.5%0.2 0.8 7.1£0.2 5. 050 0.877
10mm? 80 0.4 1.1 6.4+0.2 0.8 8.0£0.2 3. 080 0.713
16mm* 126 0.4 1.1 7.7£0.2 0.9 9.5%0.2 1.910 0. 581
25mm? 196 0.4 1.3 9.4+£0.2 1.0 11.4£0.3 1. 200 0. 543
35mm? 273 0.4 1.3 10.840.3 1.1 13.24+0.3 0. 868 0. 464
50mm? 378 0.4 1.3 12.440.3 1.2 15.0%0.3 0.641 0.397
70mm? 356 0.5 1.4 14.640.3 1.2 17.240.3 0.443 0. 361
95mm? 485 0.5 1.4 16.640.3 1.3 19.540.3 0.320 0.322
120mm* 608 0.5 1.5 19.040.3 1.3 22.0£0.5 0.253 0. 306
150mm* 756 0.5 1.6 21.4£0.5 1.4 24.6%0.5 0. 206 0. 294
185mm* 925 0.5 1.7 24.0%0.5 1.6 27.8%0.5 0. 164 0. 283
240mm* 1221 0.5 1.8 26.8%0.5 1.7 30.6£0.5 0. 125 0. 263
A5 Electrical characteristics
D KSR F (Max. conductor temperature) : +120°C
2) TAEREE (Ambient temperature) : -407+90°C
3) 4B E (Dielectric Strength(AC)) : 8 KV/5Min.

Y)FRPERE Physical characteristics

D) EEREE (Flame test) : 1EC60332-1-2
2) B (Smoke density) : IEC61034-2
3) Tt xi (Halogen free): 1EC62821-1
4) fif 544 (Ozone resistance): IEC60811-403
5) iyl (0il resistance): EN60811

6) Preesbsk (UV resistant):

IEC60811-501
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