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mDC EV CHARGER

Product description

Output Current 67A/100A/133A
Input Voltage 400Vacx15%
Rating 20kW/30kw/40kW
Charging Gun IEC 62196

Functional Support

Indicator/Display/Plug and Play

Working Temperature

-25'C~+50TC

Operating Humidity

5%-95% Condensationless

Control Box Size

(L)400x(W)180x(H)600mm
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(1.8 DC EV CHARGER
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Product description

Output Current 67A/133A
Input Voltage 400Vac+15%
Rating 20kW/40kW

Charging Gun IEC 62196

Functional Support

Indicator/Display/Plug and Play

Working Temperature

-25'C~+50C

Operating Humidity

5%-95% Condensationless

Control Box Size

(L)630x(W)320x(H)632mm
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m Type2 to type 2 EV Charging cable

Product description
IEC 62196 Type 2

Executive standard
Model No. V1-168 ‘ V1-328 V1-16T V1-32T
Rated voltage AC 250V AC 480V
Rated current 16A/ 1Phase 32A/ 1Phase 16A/3Phase 32A/ 3Phase
Rated power 3.5KW 7KW T1KW 22KW
IP55

Protection rank

Integrated external mold.
Pradugtiaaluras Excellent waterproof and dust-proof performance.

TUV-Mark.CB. CE.RoHS.UKCA.REACH

Product Certificates

c E @ Reach
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m Type2 to type 2 EV Charging Cable

Product description

Executive standard

IEC 62196 Type 2
Model No. V3-16S | V3-328 | V3-16T | V3-32T
Rated voltage AC 250V AC 480V
Rated current 16A/ 32A/ 16A/ 32A/
1Phase 1Phase 3Phase 3Phase
Rated power 3.5KW 7KW 11KW 22KW
Protection rank P55

Product features

Integrated external mold.
Excellent waterproof and dust-proof
performance.

Product Certificates

TUV-Mark.CB.CE.RoHS.UKCA. REACH

esceg v

Reach
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1V Type2 to type 2 EV Charging Cable

Product description

Executive standard IEC 62196 Type 2
Model No. V1-16S BS V1-32SBS V1-16T BS V1-32T BS
Rated voltage AC 250V AC 480V
Rated current 16A/ 1Phase | 32A/1Phase | 16A/3Phase | 32A/3Phase
Rated power 3.5KW TKW 11KW 22KW

Protection rank

IP55

Product features

Easy to store and carry.

Product Certificates

TUV-Mark. CB. CE. RoHS, UKCA.REACH

cBEsce g v,
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m Type 2 to type 1 EV Charging Cable

Product description

Executive standard ~ SAE J1772 Type1/1EC 62196 Type 2
Model No. V1-16S-U1 V1-328-U1
Rated Voltage = AC 250V
Rated Current 16A 32A
Rated Power 3.5KW TKW
Protection Rank IP55

Excellent waterproof and dustproof

Product Features performance.

Product Certificates TUV-Mark,CB.CE.RoHS.UKCA,REACH

cBkce @ v

Reach
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m Type 2 to GBT EV Charging cable

CBYSCe @

/

Reach

Product description

Executive Standard

IEC 62196 Type 2/ GBT 20234.2-2015

Model No. V1-16S-G1| V1-32S-G1 | V1-16T-G1| V1-32T-G1
Rated voltage AC 250V AC 480V
Rated Current 16A 32A 16A 32A
Rated Power 3.5KW TKW 11KW 22KW
Protection Rank IP55

Protection Features

Excellent waterproof and dustproof performance.

Product Certificates

TUV-Mark, CB. CE,RoHS, UKCA, REACH
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Product description

harging T
Charging Type IEC 62196 Type 2 SAE J1772 Typel
Model No. VPC-B1- | VPC-B1- | UPC-B1- | UPC-B1- | UPC-B1-
16AC 32AC 16AC 32AC 40AC
RaesuRa AC 200-250V AC 110-240V
Rated current
16A 32A 16A 32A 40A
Rated power 3.5KW 7KW 35KW | 7KW 9KW
Control box size L210xW85xH50(mm)
Protection rank P65
Product features | New mold, simple and exquisite appearance.
C 0.96"OLED screen; Current switch; Time delay.
UL €"i F@ Product Certificates TUV-Mark. CB.CE. RoHS. UKCA ETL. FUCLC(\CEar;Jel;?y Star
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m Portable EV Charger

cBYSCe@
U €l Fe

Product description

Charging TYPe | |c 62196 Type 2 SAE J1772 Typel
Model No. VPC-B4- | VPC-B4 |UPC-B4-|UPC-B4-| UPC-B4-
16AC 32AC 16AC 32AC 40AC
Rated voltage AC 200-250V AC 110-240V
Rated current 16A 39A 16A 32A 40A
Rated power 3.5KW 7KW 3. 5KW TKW 9KW
Control box size L220xW85x55(mm)

Protection rank

IP65

Product features

New mold, simple and exquisite appearance.
Current switch; Time delay.

Product Certificates

ETL.FCC.Energy Star

TUV-Mark. CB.CE.RoHS. UKCA uL(Cable)
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m Portable EV Charger Product description
Charging Type | \ec 62196 Type 2 SAE J1772 Typel
Model No. VPC-B3- | VPC-B3- | UPC-B3-| UPC-B3-| UPC-B3-
16AC | 32AC | 16AC | 32AC | 40AC
Raterdvaitaga AC 200-250V AC 110-240V
Rated current 16A 32A 16A 224 40A
Reledpawar 3.5KW 7KW 3.5KW | 7KW 9KW

Control box size L225xW90x60(mm)

Protection rank IPB5

Product features New mold, simple and exquisite appearance.
2.4"LCD screen; Current switch; Time delay.

CBESCE)
U|_ @ Fc UL(Cable)

Product Certificates TUV-Mark. CB. CE. RoHS. UKCA ETL.FCC.Energy Star
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m Portable EV Charger

cBESCce@
u @ = re

Product description
Charging Type
Hinglye IEC 62196 Type 2 SAE J1772 Typel
Model No. VPC-B2- |VPC-B2-VPC-B2- [ VPC-B2-| UPC-B2-|UPC-B2- | UPC-B2-
16AC 32AC 11C 22C 16AC 32AC 40AC
Rated voltage AC 200-250V AC 380-440V AC 110-240V
Rated t
SREE BEHED 16A 32A 16A 32A 16A 224 40A
Rated power
3.5KW TKW 11KW 22KW 3.5KW 7KW KW
Control box size
L220xW100xH60(mm)
Protection rank P65
Product features | New mold, simple and exquisite appearance.
2.4"LCD screen; Current switch; Time delay.
Product Certificates ETL.FCC.Energy Star
TUV-Mark. CB.CE.RoHS. UKCA UL(Cable)
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BE¥¥ac ev charaer

Product description
Output Current 16A/32A
Input Voltage 230Vac+15%/400Vac+15%
Rating TkW/11kW/22kW
Protection Rank P65
Functional Support Indicator/Display/Swipe Card/Bluetooth/WIFI
Working Temperature -25'C~+50C
Operating Humidity 5%-95% Condensationless
Control Box Size (L)215x(W)111x(H)230mm
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mAC EV CHARGER

#

Product description

Output Current

16A/32A

Input Voltage 230Vac+15%/400Vac+15%
Rating TKW/11kW/22kW
Protection Rank P65

Functional Support

Indicator/Display/Swipe Card/Bluetooth/WIFI

Working Temperature

-25C~+50C

Operating Humidity

5%-95% Condensationless

Control Box Size

(L)195x(W)95x(H)360mm
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m Wall EV Charger

Product description

SAE J1772 Type1

Charging Type IEC 62196 Type 2
VCS-aa- |VCs-aa-| VCs-aa- | UCS-aa-| UCS-qa-
Model No. 7 11 22 32 40/48

Rated voltage AC 250V | AC 480V | AC 480V AC110-240V

Rated Curtent | 1 s | aPhaso | 3phase | 32A |40A/48A
Rated Power TKW 11KW 22KW TKW | 9/11KW
Control Box Size L210xW230xH149mm
Start Mode Card swipe/ APP/ Plug&play
Protection Rank 55

. White/Black/Silver/Silver Grey/
Product Certificates Red/Green/Blue

Product Certificates| TUV-Mark. CE. GB. RoHS ETL‘EE(CC;ET:)“V Star
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Wall EV Charger

Product description
Charging Type IEC 62196 Type 2 SAE J1772 Type
VCS-HX- | VCS-HX-| VCS-HX- | UCS-HX-| UCS-HX-
Model Na. 7 11 22 32 40/48
Rated voltage AC 250V | AC 480V | AC 480V AC110-240V
Rated Current 32A 16A 32A
1Phase 3Phase | 3Phase 82A Cl L
Rated Power 7KW MKW | 22KW | 7KW | 9/11KW
Control Box Size L248.5xW385.5xH87mm
Start Mode Card swipe/ APP/ Plug&play
Protection Rank
IP65
B oductCerfificates White/Black/Red/Blue Grey
.FCC.E
Product Certificates | TUV-Mark, CE.CB.RoHS | | -2 EnordY "
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Product description

Charging Type

IEC 62196 Type 2 SAE J1772 Typel
Model No. VCS-DP- |VCS-DP-|VCS-DP-|UCS-DP-|UCS-DP-
7 " 22 32 40/48

Ratedvoltage | ac250v |AC 480V |AC480V |  AC110-240V

Rated current 32A 16A 32A
1Phase 3Phase | 3Phase 32A 40A/48A

Rated power TKW 11KW | 22KW | 7KW | 9/11KW

Control box size

L180xW95xH290 (mm)
Start mode Card swipe/ APP/ Plug&play
Protection rank P65

Product features | RCD protection: Type B(30mAAC/CCID20+6mADC)
Charging status and working error displayed by LED
indicators.

Product Certificates ETL.FCC.Energy Star
TUV-Mark, CE.CB.RoHS UL (Cable)

21



&5 Slocable

m Wall EV Charger Product description
Charging Type IEC 62196 Type 2 SAE J1772 Typel
Model No. VCS-MB- |VCS-MB-| VCS-MB-|UCS-MB-|UCS-MB-
7 11 22 32 | 40148
Ratedvoltage | ac250v |AC 480V |AC480V |  AC110-240V
Rated current 32A 16A 32A

1Phase | 3Phase | 3Phase | 32A |40A/48A

Rated power 7KW MKW | 22KW | 7KW | 9/11KW

Contrsl boxskze L180xW85xH180(mm)

At mpde Card swipe/ APP/ Plug&play

Protection rank
IP65

RCD protection: Type B( 30mAAC/CCID20+6mADC)
ProdusE festires Charging status and working error displayed by LED
indicators.

ifi ETL.FCC.E St
Product Certificates TUV-Mark.CE.CB.RoHS UL(CabTee)rgy ar
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m Wall EV Charger

ce cB @)
@ re = y
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Product description

Charging Type IEC 62196 Type 2 SAE J1772 Typel
VCS-Z2- |VCS-Z2- | VCS-Z2- | UCS-Z2- | UCSs-Z2-
Model No. 7 11 22 32 40/48
Rated voltage | G250V | AC 480V | AC 480V AC110-240V
Rated Current 32A 16A 32A
1Phase 3Phase | 3Phase azh 40AJ48A
Rated Power 7KW 11KW | 22KW TKW | 9/11KW

Control Box Size

L265xW170xH80 (mm)

Start Mode

Card swipe/ APP/ Plug&play

Protection Rank

IP65

Protection Features

RCD protection: Type B( 30mAAC/CCID20+6mADC)
Charging status and working error displayed by LED

indicators.

Product Certificates

ETL.FCC.Energy Star

TUV-Mark. CE.CB. RoHS UL(Cable)
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m Wall EV Charger

ce cB @)
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Product description

Charging Type

IEC 62196 Type 2

SAE J1772 Typel

Model No. VCS-Z21- [VCS-Z21-|VCS-Z21-|UCS-Z21-|UCS-Z21-
7S 118 228 32S | 407488
Ratedvoltage | Acosov | Ac4sov|AC480V |  AC110-240V
Rated current 32A 16A 32A
1Phase 3Phase | 3Phase 32A 40A/ 48A
Rated power 7KW 1MKW | 22KW 7KW | 9/11KW

Control box size

L265xW170xH80 (mm)

Start mode

Card swipe/ APP/ Plugé&play

Protection rank

IP65

Product features

RCD protection: Type B{ 30mAAC/CCID20+6mADC)
2.4"LCD color screen.Current switch; Time delay.

Product Certificates

TUV-Mark,CE,CB.RoHS

ETL.FCC.Energy Star

UL(Cable)
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a Type 1 EV Charging Cable

Product description

Executive Standard

SAE J1772 Type1

Model No. u1-16 U1-32 U1-40 u1-48
Rated Current 16A 32A 40A 48A
Rated Power 3.5KW 7KW IKW 11KW

Rated Voltage

AC 110V-240V

Protection Rank

NEMA TypedX

Product features

Excellent waterproof and dustproof
performance.

Product Certificates

UL.FCC
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m Type 1 EV Charging Cable

Product description

Executive standard SAE J1772 Type1
Model No. U2-16 U2-32 uU2-40 u2-48
Rated current 16A 32A 40A 48A
Rated power 3.5KW TKW 9KW 11KW
Rated voltage AC 110V-240V
Protection rank NEMA Type4X
Excellent waterproof and dustproof
performance.
Productfeatures Full sealed water-proof silicone button.
FEe U
Product Certificates UL<FCE
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»2:8 Type 2 EV Charging Cable

JcBESCe g
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Product description

Charging Type

IEC 62196 Type 2

Model No.

V1-168 V1-328

V1-16T V1-32T

Rated voltage

AC 250V

AC 480V

Rated Current

16A/ 1Phase|32A/ 1Phase|16A/ 3Phase|32A/ 3Phase

Rated Power

3.5KW TKW

T1KW 22KW

Protection Rank

IP55

Protection Features

Integrated external mold.

Excellent waterproof and dustproof performance.

Product Certificates

TUV-Mark.CB. CE.RoHS.UKCA.REACH
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mTesla Charging Cable

Product description

Executive Standard SAE J3400 NACS

Model No. T1-16 | T1-32 | T1-40 | T1-48 T1-63

Rated Current 16A 32A 40A 48A 63A

Rated Power 3.5KW | 7KW | 9KW T1KW 15KW
Rated voltage AC 110V-240V
Protection Rank NEMA Type4X

Excellent waterproof and dustproof
performance.

Protection Features Full sealed water-proof
With control button to open vehicle port.

E'Ilb F@ With themo sensor.

Product Certificates ETL.FCC
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mTesla Charging Cable

Product description
Rated Current 16A 32A 40A 48A
Rated Power 3.5KW TKW 9.6KW 12KW
Rated voltage AC 85V-265V
Inflammability Rating UL94 V-0
Mechanical Life >10000 times
Working Temperature -35C~+55C
Protection Degree IP 66
@ F@ Input Frequency 50Hz/60Hz
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Tesla Adapter

Product description

Executive Standard

UL 2251 & SAE J1772

Model No.

CT-01 (CCS1 to Tesla adapter)

Rated Power

250KW Max

Rated Voltage

DC 1000V

Product features

Excellent waterproof and dustproof
performance.
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m Product Accessories

Product description

Executive Standard

UL 2251 & SAE J1772

Model No.

TU-01 (Teslato J1772 adapter)

Rated Current

80A

Rated Voltage

AC 120~240V

Protection Features

Excellent waterproof and dustproof
performance; with lock
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m Product Accessories

Product description

Executive Standard

UL 2251 & SAE J1772

Model No.

UT-01 (J1772 to Tesla adapter)

Rated Current

Rated Voltage

AC 120~240V

Protection Features

Excellent waterproof and dustproof
performance.
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m National Standard AC Electric Vehicle Charging Cable

Conductor Conductor

Insulation Insulation

Sheath

Conductor
insulation
Filler
Cover
Sheath

Conductor
insulation
Filler

Tape
Sheath

Specification

Conductor
Stranded OD

Conductor
Resistance

Reference
Load Current

TPE Sheath
Unshielded
Finish OD

PU jacket
unshielded
finish OD

3x2.5mm2+(0
~2)x(0.5~
0.75)mm?

2.1

7.98

18A

11.8-12.4

11.2-11.4

3x4.0mm2+(0
~2)x(0.5~
0.75)mm?

2.8

4.95

25A

14.4

13.6

3x6.0mm?2+(0
~2)x(0.5~
0.75)mm?

35

3.30

34A

16.3

15.3

3x10.0mm2+(0
~2)x(0.5~
0.75)mm?2

4.5

191

50A

18.6

17.6

5x2.5mm?2+(0
~2)x(0.5~
0.75)mm?

2.1

7.98

18A

14.6-15

13.8-14.2

5x4.0mm2+(0
~2)x(0.5~
0.75)mm?2

2.8

25A

5x6.0mm2+(0
~2)x(0.5~
0.75)mm?2

3.5

34A

20

19

5x10.0mm?2+(0
~2)x(0.5~
0.75)mm?

4.5

1.91

50A

23

21.8
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m European Standard AC Electric Vehicle Charging Cable

Conductor Conductor

Insulation Insulation
Filler
Tape
Sheath

Conductor
Insulation
Filler
Cover
Sheath

Conductor
Conductor

Insulation

Specification

Conductor
Stranded OD

Conductor
Resistance

Reference
Load Current

TPE Sheath
Unshielded
Finish OD

3x2.5mm?+(0
~6)x(0.5~
1.0)mm?2

2.1

798

16A

10~10.8

3x4.0mm2+(0
~6)x(0.5~
1.0)mm?

2.8

4.95

20A

11.5

3x6.0mm2+(0
~6)x(0.5~
1.0)mm?

35

3.30

32A

13.2

3x10.0mm2+(0
~6)x(0.5~
1.0)mm?

4.5

40A

5x2.5mm2+(0
~6)x(0.5~
1.0)mm?

2.1

7.98

16A

135

5x4.0mm?2+(0
~6)x(0.5~
1.0)mm?

28

4.95

20A

15

5x6.0mm?2+(0
~6)x(0.5~
1.0)mm?

35

5x10.0mm2+(0
~6)x(0.5~
1.0)mm?

4.5

40A

20

34



&y Slocable

Deluxe bag

35

m Product Accessories

Cable holder

Charging pile
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Product Testing

" . With waterproof seal design and meet IP55/IP65 standards.
n Water-proof testing Can be used even in raining and snowing weather
n Vehicle run over testing Test each charging cable for impedance resistance, high voltage,
open/short
n Burn-inaging testing High-voltage real usage testing for 6 hours for each charger
n ATE platform Systematic testing for over/under voltage, Over/under current,

CC/CP communication, RCD, leakage protect,grounding.

Water-proof testing
|V

N AN, UM AR

oo
I SNV WA WAL NG
%mmmmwm L

Vehicle run over testing Burn-in testing ATE platform
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Product Testing

B Temperature rise testing Terminal temperature rise: <50K
: : Test each charging cable for impedance resistance, high
n Comprehensive testing voltage, open/short

Automatic plug testing Mechanical life:no load plug in / pull out>10000 times

n Tension testing Coupled insertion force: >45N<80N

Comprehensive testing

Automatic plug testing

Tension testing
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Product Testing

n Salt Spray Chamber

EIY Air-Leakage Detector

m Wire Bending Testing Machine
EFY Glow Wire Tester

Mainly test the metal surface corrosion performance of
connector.

Test waterproof effect of the products.

The swing parts move left and right at an angle of 90°;
cyclic bending to test the bending resistance of the
jack and conductor of the cable.

Test the stability of electrical products, parts at high
temperatures can not ignite or ignite other parts.
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Product Testing
Simulated outdoor environment: high temperature,

Constant Temperature & low temperature and humidity staggered cycle
Humidty Box test to verify the service life of the product in
different environments.

T i T r Detect the failure of the insulating material itself or
m raciing Test ApparEis the insulating function caused by the conductive

substances deposited on the surface.
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